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VISTABOND HP 

 

Installation instructions for the use of Firestone BA 2012 

1. Attach the handle on the main frame per your preferences (2 positions). 

   

 

2. Position the secondary frame on the horizontal surface. 

   

 

3. Place the handle and lid’s clamping ring of the pail on the side with instructions so as 

the bar code is facing up upon attachment.  

   

 



4. Make sure the pail sets properly between fittings without side movements. Perforate 

the holes into the pail using VISTABOND HP tool.  

   

 

5. Position VISTABOND HP over the bar code and clamp it on the pail as indicated above.  

  

 

6. Slightly rotate the pail so as the label with fish is on the top. In this case your holes will 

be perfectly set above the carper roller. 

  

 

 

7. Close the main frame over the secondary one and fasten it with toggle clamp. If 

needed, use a tool making sure the frame is properly tightened. 

 

   

 



8. Before lifting the applicator up make an air-intake hole using pin-screw (as indicated 

below) and leave it closed. 

 

  

 

9. Lift the applicator up and turn the pin-screw counterclockwise. This allows adhesive to 

run on the carpet roller 

 

   

 

 

 

 

REPLACEMENT OF CARPET ROLLER 

 

   

 

 

 



 

ASSEMBLY OF VISTABOND HP 

 

   

 

 

REPLACEMENT OF PINS ON VISTABOND HP 
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